Saint Joseph County POINT # [ o

Secondary Control Network
[ Siation Name | NGS PID »
WITUCKI ADJUSTMENTID 1083

NAD 83 GEODETIC COORDINATES (GRS g0 ELIl’SO")} LAT/LON
N 41 degrees 31 minutes 13.43954 seconds W 86 degrees 21 minutes 15,26869 geconds

SPC NADS3 INDIANA EAST (1301) US SURVEY FEET

NORTHI EAST ~  ELEV NVD29 (BY GPS)CONVERGENCE = SCALE FACTOR
2285361578 139795954  820.874 0 27 2087 10000072
DESCRIPTION:

3/4 inch X 5 ft rebar set in concrete with 3.25 inch alum disk stanped "WITUCKI 1083 19935%, 6 ft SE of tel.
pad, 1.6 ft W of RR rail post, § side of rd., 0.22 mile W of intersection Quinn/Pine Rd.
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NAD 83/95 ADJ. (GRS 80 ELIPSOID}) GEODETIC COORDINATES (.AT/LON)
N 41 deprees 31 minutes 13.43631 seconds W 86 degrees 21 minutes 15,25842 seconds

NOVEMBER 30, 1995

VANOSDOL & ASSOCIATES, 120 W LA SALLE AVE,, SUITE 704
SOUTH BEND, INDIANA, 46601
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